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BM-2

 ● Plastic cover (material: ABS lmpact Resistance)
No manual override, mechanical stops and certificates

35 mm Depth
1.377 in

Cover removal clearance 120 mm
(4.724 in)

161 mm
6.339 in

Ø154 mm
Ø6.063 in

22 mm
0.866 in

110 mm
4.331 in

50 mm
1.969 in

Ø90 mm
Ø3.543 in

195 mm
7.677 in

PCD Ø70 mm
Ø2.756 in

M8*1.25P
25 mm Depth
4 Positions
(ISO 5211 F07)

45°

1/2" PS

79 mm
3.110 in



Quarter Turn Actuator 【OM series】   Sun Yeh Ele. Ind. Co., Ltd. | 2015.09 

 

 
 
25 

WIRING DIAGRAM – Quarter Turn Actuator 

BM-2 , OM-2~OM-13 , OM-F , OM-G   110V , 220V AC 1-Phase 

On-Off Controller  

 

 

 

 

 

 

On-Off Controller, 30% duty cycle

110V/220V

AC

[ BM-2, OM-2~OM~13, OM-G, OM-F 110V/220V AC 1-Phase ]
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(1). "N" connects to 1, "L" connects to 7.
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LS -- Limit switch.
TS -- Torque switch (option).

H -- Heater (option).

1 3 4 5 6 7

N L

110V/220V AC
1-PH

N.F.B

F
u

lly
 c

lo
s
e

 L
a
m

p

O.L

ACTUATOR

F
u

lly
 o

p
e

n
 L

a
m

p

CS

LS1 LS2

PE

Power supply

CBA FE

LS4LS3
H

M

(3). Using less than 5A current for "A,B,C,D,E,F".

(2). "L" connects to 3 for "OPEN", "L" connects to 4 for "CLOSE".

(4). BM-2 could not install torque switches.

Note:

Power Supply 

110V / 220V AC 

NOTE : 
1. “N” connects to #1, “L” connects to #7. 

2. “L” connects to #3 for “OPEN”, “L” connects to #4 for “CLOSE”. 

3. Using less than 5A current for “A, B, C, D, E, F”. 

4. BM-2 could not install torque switches. 

 


