
PRO-TAPE
Pro-Tape Drip Tape is designed for professional growers 
who require high quality performance for their drip irrigation 
system. Pro-Tape Drip Tape is manufactured in France and 
each roll is controlled based on high standard protocol.

Pro-Tape is available in many configurations to meet 
growers needs.

Diameters
16, 22 mm

Wall 
Thicknesses

6, 7, and 8 mil

Spacings
10, 15, 20,  and 30 cm

Flow Rates
340, 380, 500, 750, 1000, 

and 1350 lph/ 100 m
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PRO-TAPE Drip Tape

Sample Length of Runs (meters) at 90% Uniformity

16 / 20 / 500 - 115  m

16 / 20 / 380 - 138  m

16 / 30 / 340 - 150  m

22 / 20 / 500 - 205  m

16 / 10 / 1350 - 61  m

16 / 15 / 1000 - 82  m

22 / 30 / 340 - 265  m

Recommended operating pressure: 0,55 bar

Flow rate per outlet: 0,5-1,35 lph

Diameter (mm) / wall thickness (mil) / Flow Rate (l/h/ 100 m)

Operating Pressure Range

22 mm/ 6 mil, 22 mm/7 mil - 0,30-0,56
16 mm/6 mil, 16 mm/7 mil, 22 mm/ 8 mil - 0,30-0,70
16 mm/8 mil - 0,30-1,05


